The MINISILOS are newly designed units which perform two highly important functions at the same time: as separators with a filter for dust
and shavings, and as silos for containing these.

LARGE CONTAINING VOLUME - BROAD FILTERING SURFACE - CONTAINED OVERALL DIMENSIONS. What particularly characterizes
the MINISILOS are the reduced overall dimensions with respect to the large useful volume for containing dust and shavings, which thus makes
possible longer intervals between dust-unloading operations. The use of bag filters made of barbed felt (Type A, 280 g/m?, filtering efficiency
level BIA U; or, alternatively on request, Type B, 400 g/m?, filtering efficiency level BIA U) has made it possible to limit to the utmost the overall
dimensions, if compared to ordinary bag filters.

FAST CLEANING OF FILTERS: the MINISILOS are provided on request with a shaker for cleaning the bags. The shaker may be operated
either manually or semi-automatically.

MODULARITY: the MINISILOS are built of galvanized prefabricated panels, which can be assembled to make up standard modular units of 1
metre (MS1), 2 metres (MS2), 3 metres (MS3), 4 metres (MS4), and higher. Owing to this peculiar feature, the MINISILOS can be disassem-
bled completely, which makes it possible also to cut down on costs for transportation and makes installation much easier. The MINISILOS are
manufactured in two different heights, 2700 mm and 3700 mm, in order to meet particular needs more satisfactorily.

SPEED OF DISCHARGING OPERATIONS: the material that is deposited inside the silo can be easily emptied out, by means of the manually
operated discharge shutters, into bags made of plastic or fabric or into containers of various sizes made of galvanized sheet steel, which are
available on request. In addition, hatches for maintenance are present in the bottom part of the MINISILOS, and inspection windows are pre-
sent in the top part.

ENERGY SAVING: should a request be made for recycling of the filtered air into the environment, in conformance with current local standards
and regulations CORAL supplies a plenum chamber as an accessory. This performs the dual function of providing a protective roof and of
channelling the flow of filtered air into the environment through special piping provided with air inlets, which is also supplied on request.

« Fan series PA/P, PR, PRM, PDC, PDM (see relevant leaflets).
« Flanged joint for connection with fan

« Vibration damping joint for fan connection

« Support stands for ventilators

« Vibration damping support for ventilators

« Fabric or plastic collection bags

« Wheeled galvanized sheet collection bins.

« AFON silencers and noise reduction boxes for fans

« Various piping

< Additional rain protection cover for external positioning
« Fire dampers

« Explosion relief panels

« Fire extinguishing system

« Sparks detector system

« Control board

« Filter pockets rated BIA USG & USG,C












